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WHERE JOINTS
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CANNOT BE AVOIDED, FABRIC SHALL BE SPLICED TOGETHER AT SUPPORT POSTS, WITH A MINIMUM OF 6

INCH OVERLAP, AND SECURELY SEALED.

IF THE WIRE REINFORCEMENT

IS USED, STANDARD STRENGTH SYNTHETIC FILTER FABRIC MAY BE USED AND WOODEN POSTS MAY BE
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THE WIRE REINFORCING SHALL BE BURIED A MINIMUM OF 4 INCHES AND

SHALL BE FASTENED TO THE WOODEN POSTS USING 1" HEAVY DUTY STAPLES.

cCOoOMPANY

FILTER FABRIC SHALL BE FASTENED TO WOODEN POSTS USING 1/2" HEAVY DUTY STAPLES. FILTER FABRIC
ALTERNATELY, A 14 GAUGE WIRE FENCE REINFORCEMENT HAVING A MINIMUM HEIGHT OF 18 INCHES AND A

SHALL BE PLACED IN A CONTINUOUS ROLL TO MINIMIZE THE OCCURRENCE OF JOINTS.

MAXIMUM MESH SPACING OF 6 INCHES MAY BE USED AS A FENCE SUPPORT.

SPACED AT 10 FOOT INTERVALS.
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